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AUTOMATED DISCOVERY AND INVENTORY
OF NODES WITHIN AN AUTONOMIC
DISTRIBUTED COMPUTING SYSTEM

TECHNICAL FIELD

The invention relates to computing environments and,
more specifically, to distributed computing systems.

BACKGROUND

Distributed computing systems are increasingly being uti-
lized to support high-performance computing applications.
Typically, distributed computing systems are constructed
from a collection of computing nodes that combine to provide
a set of processing services to implement the high perfor-
mance computing applications. Each of the computing nodes
in the distributed computing system is typically a separate,
independent computing device interconnected with each of
the other computing nodes via a communications medium,
e.g., a network.

One challenge with distributed computing systems is the
organization, deployment and administration of such a sys-
tem within an enterprise environment. For example, it is often
difficult to manage the allocation and deployment of enter-
prise computing functions within the distributed computing
system. An enterprise, for example, often includes several
business groups, and each group may have competing and
variable computing requirements.

SUMMARY

In general, the invention is directed to a distributed com-
puting system that conforms to a multi-level, hierarchical
organizational model. One or more control nodes provide for
the efficient and automated allocation and management of
computing functions and resources within the distributed
computing system in accordance with the organization
model.

As described herein, the model includes four distinct lev-
els: fabric, domains, tiers and nodes that provide for the
logical abstraction and containment of the physical compo-
nents as well as system and service application software of the
enterprise. A user, such as a system administrator, interacts
with the control nodes to logically define the hierarchical
organization of the distributed computing system. The con-
trol nodes are responsible for all levels of management in
accordance with the model, including fabric management,
domain creation, tier creation and node allocation and
deployment.

In one embodiment, a method comprises detecting a node
added to a network and automatically identifying attributes
for the detected node. The method further comprises updating
a model to store the attributes for the detected node, wherein
the model defines an organization of a distributed computing
system having a plurality of computing nodes. The method
further comprises automatically deploying the detected node
within the distributed computing system in accordance with
the model based on the attributes.

In another embodiment, a distributed computing system
comprises a plurality of application nodes interconnected via
a network, and a control node. The control node detects the
addition of a node to the network and automatically identifies
attributes for the detected node.

In another embodiment, a computer-readable medium
comprises instructions that cause a processor to detect a node
added to a network, automatically identify attributes for the
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detected node, and update a model to store the attributes for
the detected node. The model defines an organization of a
distributed computing system having a plurality of comput-
ing nodes. The instructions further cause the processor to
automatically deploy the detected node within the distributed
computing system in accordance with the model based on the
attributes.

The details of one or more embodiments of the invention
are set forth in the accompanying drawings and the descrip-
tion below. Other features, objects, and advantages of the
invention will be apparent from the description and drawings,
and from the claims.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1is a block diagram illustrating a distributed comput-
ing system constructed from a collection of computing nodes.

FIG. 2 is a schematic diagram illustrating an example of a
model of an enterprise that logically defines an enterprise
fabric.

FIG. 3 is a flow diagram that provides a high-level over-
view of the operation of a control node when configuring the
distributed computing system.

FIG. 41s aflow diagram illustrating exemplary operation of
the control node when assigning computing nodes to node
slots of tiers.

FIG.51s aflow diagram illustrating exemplary operation of
a control node when adding an additional computing node to
a tier to meet additional processing demands.

FIG. 6is aflow diagram illustrating exemplary operation of
a control node harvesting excess node capacity from one of
the tiers and returning the harvested computing node to the
free pool.

FIG. 7is ascreenillustration of an exemplary user interface
for defining tiers in a particular domain.

FIG. 8is ascreenillustration of an exemplary user interface
for defining properties of the tiers.

FIG. 9is ascreenillustration of an exemplary user interface
for viewing and identify properties of a computing node.

FIG. 10 is a screen illustration of an exemplary user inter-
face for viewing software images.

FIG. 11 is a screen illustration of an exemplary user inter-
face for viewing a hardware inventory report.

FIG. 12 is a screen illustration of an exemplary user inter-
face for viewing discovered nodes that are located in the free
pool.

FIG. 13 is a screen illustration of an exemplary user inter-
face for viewing users of a distributed computing system.

FIG. 14 is a screen illustration of an exemplary user inter-
face for viewing alerts for the distributed computing system.

FIG. 15 is a block diagram illustrating one embodiment of
control node that includes a monitoring subsystem, a service
level automation infrastructure (SLAI), and a business logic
tier (BLT).

FIG. 16 is a block diagram illustrating one embodiment of
the monitoring subsystem.

FIG. 17 is a block diagram illustrating one embodiment of
the SLAI in further detail.

FIG. 18 is a block diagram of an example working memory
associated with rule engines of the SLAI.

FIG. 19 is ablock diagram illustrating an example embodi-
ment for the BLT of the control node.

FIG. 20 is a block diagram illustrating one embodiment of
a rule engine in further detail.

FIG. 21 is a flow diagram illustrating exemplary operation
of'a discovery service that automatically discovers candidate
application nodes of the distributed computing system.
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FIG. 22 is a flow diagram illustrating exemplary operation
of an inventory service that automatically inventories hard-
ware assets of a computing node.

DETAILED DESCRIPTION

FIG. 1 is a block diagram illustrating a distributed comput-
ing system 10 constructed from a collection of computing
nodes. Distributed computing system 10 may be viewed as a
collection of computing nodes operating in cooperation with
each other to provide high-performance processing.

In the illustrated example, the collection of computing
nodes forming distributed computing system 10 are logically
grouped within a discovered pool 11, a free pool 13, an
allocated pool 15 and a maintenance pool 17. In addition,
distributed computing system 10 includes at least one control
node 12.

Within distributed computing system 10, a computing
node refers to the physical computing device. The number of
computing nodes needed within distributed computing sys-
tem 10 is dependent on the processing requirements. For
example, distributed computing system 10 may include 8 to
512 computing nodes or more. Each computing node includes
one or more programmable processors for executing software
instructions stored on one or more computer-readable media.

Discovered pool 11 includes a set of discovered nodes that
have been automatically “discovered” within distributed
computing system 10 by control node 12. As described fur-
ther below, control node 12 may monitor dynamic host com-
munication protocol (DHCP) leases to discover the connec-
tion of a node to network 18. Once detected, control node 12
automatically inventories the attributes for the discovered
node and reassigns the discovered node to free pool 13. The
node attributes identified during the inventory process may
include a CPU count, a CPU speed, an amount of memory
(e.g., RAM), local disk characteristics or other computing
resources. Control node 12 may also receive input identifying
node attributes not detectable via the automatic inventory,
such as whether the node includes I/O, such as HBA.

Free pool 13 includes a set of unallocated nodes that are
available for use within distributed computing system 10.
Control node 12 may dynamically reallocate an unallocated
node from free pool 13 to allocated pool 15 as an application
node 14. For example, control node 12 may use unallocated
nodes from free pool 13 to replace a failed application node
14 or to add an application node to allocated pool 15 to
increase processing capacity of distributed computing system
10.

In general, allocated pool 15 includes application nodes 14
that are currently providing a computing environment for
execution of user software applications. In addition, although
not illustrated separately, application nodes 14 may include
one or more input/output (I/0O) nodes. Application nodes 14
typically have more substantial /O capabilities than control
node 12, and are typically configured with more computing
resources (e.g., processors and memory). Maintenance pool
17 includes a set of nodes that either could not be inventoried
or that failed and have been taken out of service from allo-
cated pool 15.

Control node 12 provides the system support functions for
managing distributed computing system 10. More specifi-
cally, control node 12 manages the roles of each computing
node within distributed computing system 10 and the execu-
tion of software applications within the distributed comput-
ing system. In general, distributed computing system 10
includes at least one control node 12, but may utilize addi-
tional control nodes to assist with the management functions.
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Other control nodes 12 (not shown in FIG. 1) are optional
and may be associated with a different subset of the comput-
ing nodes within distributed computing system 10. Moreover,
control node 12 may be replicated to provide primary and
backup administration functions, thereby allowing for grace-
ful handling a failover in the event control node 12 fails.

Network 18 provides a communications interconnect for
control node 12 and application nodes 14, as well as discov-
ered nodes, unallocated nodes and failed nodes. Communi-
cations network 18 permits internode communications
among the computing nodes as the nodes perform interrelated
operations and functions. Communications network 18 may
comprise, for example, direct connections between one or
more of the computing nodes, one or more customer networks
maintained by an enterprise, local area networks (LLANSs),
wide area networks (WANS5) or a combination thereof. Com-
munications network 18 may include a number of switches,
routers, firewalls, load balancers, and the like.

In one embodiment, each of the computing nodes within
distributed computing system 10 executes acommon general-
purpose operating system. One example of a general-purpose
operating system is the Windows™ operating system pro-
vided by Microsoft Corporation. In some embodiments, the
general-purpose operating system such as the Linux kernel.

Inthe example of FIG. 1, control node 12 is responsible for
software image management. The term “software image”
refers to a complete set of software loaded on an individual
computing node, including the operating system and all boot
code, middleware and application files. System administrator
20 may interact with control node 12 and identity the particu-
lar types of software images to be associated with application
nodes 14. Alternatively, administration software executing on
control node 12 may automatically identify the appropriate
software images to be deployed to application nodes 14 based
on the input received from system administrator 20. For
example, control node 12 may determine the type of software
image to load onto an application node 14 based on the
functions assigned to the node by system administrator 20.
Application nodes 14 may be divided into a number of groups
based on their assigned functionality. As one example, appli-
cation nodes 14 may be divided into a first group to provide
web server functions, a second group to provide business
application functions and a third group to provide database
functions. The application nodes 14 of each group may be
associated with different software images.

Control node 12 provides for the efficient allocation and
management of the various software images within distrib-
uted computing system 10. In some embodiments, control
node 12 generates a “golden image” for each type of software
image that may be deployed on one or more of application
nodes 14. As described herein, the term “golden image” refers
to a reference copy of a complete software stack.

System administrator 20 may create a golden image by
installing an operating system, middleware and software
applications on a computing node and then making a com-
plete copy of the installed software. In this manner, a golden
image may be viewed as a “master copy” of the software
image for a particular computing function. Control node 12
maintains a software image repository 26 that stores the
golden images associated with distributed computing system
10.

Control node 12 may create a copy of a golden image,
referred to as an “image instance,” for each possible image
instance that may be deployed within distributed computing
system 10 for a similar computing function. In other words,
control node 12 pre-generates a set of K image instances for
a golden image, where K represents the maximum number of
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image instances for which distributed computing system 10 is
configured for the particular type of computing function. For
a given computing function, control node 12 may create the
complete set of image instance even if not all of the image
instances will be initially deployed. Control node 12 creates
different sets of image instances for different computing
functions, and each set may have a different number of image
instances depending on the maximum number of image
instances that may be deployed for each set. Control node 12
stores the image instances within software image repository
26. Each image instance represents a collection of bits that
may be deployed on an application node.

Further details of software image management are
described in co-pending U.S. patent application Ser. No.
11/046,133, entitled “MANAGEMENT OF SOFTWARE
IMAGES FOR COMPUTING NODES OF A DISTRIB-
UTED COMPUTING SYSTEM,,” filed Jan. 28, 2005 and
co-pending U.S. patent application Ser. No. 11/046,152,
entitled “UPDATING SOFTWARE IMAGES ASSOCI-
ATED WITH A DISTRIBUTED COMPUTING SYSTEM,”
filed Jan. 28, 2005, each of which is incorporated herein by
reference.

In general, distributed computing system 10 conforms to a
multi-level, hierarchical organizational model that includes
four distinct levels: fabric, domains, tiers and nodes. Control
node 12 is responsible for all levels of management, including
fabric management, domain creation, tier creation and node
allocation and deployment.

As used herein, the “fabric” level generally refers to the
logical constructs that allow for definition, deployment, par-
titioning and management of distinct enterprise applications.
In other words, fabric refers to the integrated set of hardware,
system software and application software that can be “knit-
ted” together to form a complete enterprise system. In gen-
eral, the fabric level consists of two elements: fabric compo-
nents or fabric payload. Control node 12 provides fabric
management and fabric services as described herein.

In contrast, a “domain” is a logical abstraction for contain-
ment and management within the fabric. The domain pro-
vides a logical unit of fabric allocation that enables the fabric
to be partitioned amongst multiple uses, e.g. different busi-
ness services.

Domains are comprised of tiers, such as a 4-tier application
model (web server, application server, business logic, persis-
tence layer) or a single tier monolithic application. Fabric
domains contain the free pool of devices available for assign-
ment to tiers.

A tier is a logically associated group of fabric components
within a domain that share a set of attributes: usage, availabil-
ity model or business service mission. Tiers are used to define
structure within adomain e.g. N-tier application, and each tier
represents a different computing function. A user, such as
administrator 20, typically defines the tier structure within a
domain. The hierarchical architecture may provide a high
degree of flexibility in mapping customer applications to
logical models which run within the fabric environment. The
tier is one construct in this modeling process and is the logical
container of application resources.

The lowest level, the node level, includes the physical
components of the fabric. This includes computing nodes
that, as described above, provide operating environments for
system applications and enterprise software applications. In
addition, the node level may include network devices (e.g.,
Ethernet switches, load balancers and firewalls) used in cre-
ating the infrastructure of network 18. The node level may
further include network storage nodes that are network con-
nected to the fabric.
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System administrator 20 accesses administration software
executing on control node 12 to logically define the hierar-
chical organization of distributed computing system 10. For
example, system administrator 20 may provide input to
develop an organizational model 21 for the enterprise and
logically define the enterprise fabric. System administrator
20 may, for instance, develop a model for the enterprise that
includes a number of domains, tiers, and node slots hierar-
chically arranged within a single enterprise fabric.

More specifically, system administrator 20 defines one or
more domains that each correspond to a single enterprise
application or service, such as a customer relation manage-
ment (CRM) service. System administrator 20 further defines
one or more tiers within each domain that represent the func-
tional subcomponents of applications and services provided
by the domain. As an example, system administrator 20 may
define a storefront domain within the enterprise fabric that
includes a web tier, an application tier and a database tier. In
this manner, distributed computing system 10 may be config-
ured to automatically provide web server functions, business
application functions and database functions.

For each of the tiers, control node 12 creates a number of
“node slots” equal to the maximum number of application
nodes 14 that may be deployed. In general, each node slot
represents a data set that describes specific information for a
corresponding node, such as software resources for a physical
node that is assigned to the node slot. The node slots may, for
instance, identify a particular software image instance asso-
ciated with an application node 14 as well as a network
address associated with that particular image instance.

In this manner, each of the tiers include one or more node
slots that reference particular software image instances to
boot on the application nodes 14 to which each software
image instance is assigned. The application nodes 14 to which
control node 12A assigns the image instances temporarily
inherit the network address assigned to the image instance for
as long as the image instance is deployed on that particular
application node. If for some reason the image instance is
moved to a different application node 14, control node 12A
moves the network address to that new application node.

System administrator 20 may further define specific node
requirements for each tier of the fabric. For example, the node
requirements specified by system administrator 20 may
include a central processing unit (CPU) count, a CPU speed,
an amount of memory (e.g., RAM), local disk characteristics
and other hardware characteristics that may be detected on the
individual computing nodes. System administrator 20 may
also specify user-defined hardware attributes of the comput-
ing nodes, such as whether /O (like HBA) is required. The
user-defined hardware attributes are typically not capable of
detection during an automatic inventory. In this manner, sys-
tem administrator 20 creates a list of attributes that the tier
requires of its candidate computing nodes.

In addition to the node requirements described above, sys-
tem administrator 20 may further define policies that are used
when re-provisioning computing nodes within the fabric.
System administrator 20 may define policies regarding tier
characteristics, such as a minimum number of nodes a tier
requires, an indication of whether or not a failed node is
dynamically replaced by a node from free pool 13, a priority
for each tier relative to other tiers, an indication of whether or
not a tier allows nodes to be re-provisioned to other tiers to
satisfy processing requirements by other tiers of a higher
priority or other policies. Control node 12 uses the policy
information input by system administrator 20 to re-provision
computing nodes to meet tier processing capacity demands.
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After receiving input from system administrator 20 defin-
ing the architecture and policy of the enterprise fabric, control
node 12 identifies unallocated nodes within free pool 13 that
satisfy required node attributes. Control node 12 automati-
cally assigns unallocated nodes from free pool 13 to respec-
tive tier node slots of a tier. As will be described in detail
herein, in one embodiment, control node 12 may assign com-
puting nodes to the tiers in a “best fit” fashion. Particularly,
control node 12 assigns computing nodes to the tier whose
node attributes most closely match the node requirements of
the tier as defined by administrator 20. The assignment of the
computing nodes may occur on a tier-by-tier basis beginning
with a tier with the highest priority and ending with a tier with
the lowest priority.

As will be described in detail below, control node 12 may
automatically add unallocated nodes from free pool 13 to a
tier when more processing capacity is needed within the tier,
remove nodes from a tier to the free pool when the tier has
excess capacity, transfer nodes from tier to tier to meet pro-
cessing demands, or replace failed nodes with nodes from the
free pool. Thus, computing resources, i.e., computing nodes,
may be automatically shared between tiers and domains
within the fabric based on user-defined policies to dynami-
cally address high-processing demands, failures and other
events.

FIG. 2 is a schematic diagram illustrating an example
embodiment of an organizational model 21 that logically
representing an enterprise fabric in accordance with the
invention. In the example illustrated in FIG. 2, control node
12 (FIG. 1) maintains organizational model 21 to define a
simple e-commerce fabric 32.

In this example, e-commerce fabric 32 includes a store-
front domain 34A and a financial planning domain 34B.
Storefront domain 34A corresponds to the enterprise store-
front domain and allows customers to find and purchase prod-
ucts over a network, such as the Internet. Financial planning
domain 34B allows one or more employees to perform finan-
cial planning tasks for the enterprise.

Tier level 31C includes one or more tiers within each
domain that represent the functional subcomponents of appli-
cations and services provided by the domain. For example,
storefront domain 34A includes a web server tier (labeled
“web tier”) 36A, a business application tier (labeled “app
tier”) 36B, and a database tier (labeled “DB tier”) 36C. Web
server tier 36A, business application tier 36B and database
tier 36C interact with one another to present a customer with
an online storefront application and services. For example,
the customer may interact with web server tier 36 A via a web
browser. When the customer searches for a product, web
server tier 36 A may interacts with business application tier
36B, which may in turn access a database tier 36C. Similarly,
financial planning domain 34B includes a financial planning
tier 36D that provides subcomponents of applications and
services of the financial planning domain 34B. Thus, in this
example, a domain may include a single tier.

Tier level 31D includes one or more logical node slots
38A-38H (“node slots 38”) within each of the tiers. Each of
node slots 38 include node specific information, such as soft-
ware resources for an application node 14 that is assigned to
a respective one of the node slots 38. Node slots 38 may, for
instance, identify particular software image instances within
image repository 26 and map the identified software image
instances to respective application nodes 14. As an example,
node slots 38 A and 38B belonging to web server tier 36 A may
reference particular software image instances used to boot
two application nodes 14 to provide web server functions.
Similarly, the other node slots 38 may reference software
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image instances to provide business application functions,
database functions, or financial application functions depend-
ing upon the tier to which the node slots are logically associ-
ated.

Although in the example of FIG. 2, there are two node slots
38 corresponding to each tier, the tiers may include any num-
ber of node slots depending on the processing capacity
needed on the tier. Furthermore, not all of node slots 38 may
be currently assigned to an application node 14. For example,
node slot 28B may be associated with an inactive software
image instance and, when needed, may be assigned to an
application node 14 for deployment of the software image
instance.

Inthis example, organizational data 21 associates free node
pool 13 with the highest-level of the model, i.e., e-commerce
fabric 32. As described above, control node 12 may automati-
cally assign unallocated nodes from free node pool 13 to at
least a portion of tier node slots 38 of'tiers 36 as needed using
the “best fit” algorithm described above or another algorithm.
Additionally, control node 12 may also add nodes from free
pool 13 to a tier when more processing capacity is needed
within the tier, remove nodes from a tier to free pool 13 when
a tier has excess capacity, transfer nodes from tier to tier to
meet processing demands, and replace failed nodes with
nodes from the free tier.

Although not illustrated, the model for the enterprise fabric
may include multiple free node pools. For example, the model
may associate free node pools with individual domains at the
domain level or with individual tier levels. In this manner,
administrator 20 may define policies for the model such that
unallocated computing nodes of free node pools associated
with domains or tiers may only be used within the domain or
tier to which they are assigned. In this manner, a portion of the
computing nodes may be shared between domains of the
entire fabric while other computing nodes may be restricted to
particular domains or tiers.

FIG. 3 is a flow diagram that provides a high-level over-
view of the operation of control node 12 when configuring
distributed computing system 10. Initially, control node 12
receives input from a system administrator defining the hier-
archical organization of distributed computing system 10
(50). In one example, control node 12 receives input that
defines a model that specifies a number of hierarchically
arranged nodes as described in detail in FIG. 2. Particularly,
the defined architecture of distributed computing system 10
includes an overall fabric having a number of hierarchically
arranged domains, tiers and node slots.

During this process, control node 12 may receive input
specifying node requirements of each of the tiers of the hier-
archical model (52). As described above, administrator 20
may specify a list of attributes, e.g., a central processing unit
(CPU) count, a CPU speed, an amount of memory (e.g.,
RAM), or local disk characteristics, that the tiers require of
their candidate computing nodes. In addition, control node 12
may further receive user-defined custom attributes, such as
requiring the nodeto have I/O, such as HBA connectivity. The
node requirements or attributes defined by system adminis-
trator 20 may each include a name used to identify the char-
acteristic, a data type (e.g., integer, long, float or string), and
a weight to define the importance of the requirement.

Control node 12 identifies the attributes for all candidate
computing nodes within free pool 13 (54). As described
above, control node 12 may have already discovered the
computing nodes and inventoried the candidate computing
nodes to identify hardware characteristics of all candidate
computing nodes. Additionally, control node 12 may receive
input from system administrator 20 identifying specialized



US 7,590,653 B2

9

capabilities of one or more computing nodes that are not
detectable by the inventory process.

Control node 12 dynamically assigns computing nodes to
the node slots of each tier based on the node requirements
specified for the tiers and the identified node attributes (56).
Population of the node slots of the tier may be performed on
a tier-by-tier basis beginning with the tier with the highest
priority, i.e., the tier with the highest weight assigned to it. As
will be described in detail, in one embodiment, control node
12 may populate the node slots of the tiers with the computing
nodes that have attributes that most closely match the node
requirements of the particular tiers. Thus, the computing
nodes may be assigned using a “best fit” algorithm.

FIG. 41s aflow diagram illustrating exemplary operation of
control node 12 when assigning computing nodes to node
slots of tiers. Initially, control node 12 selects a tier to enable
(60). As described above, control node 12 may select the tier
based on a weight or priority assigned to the tier by adminis-
trator 20. Control node 12 may, for example, initially select
the tier with the highest priority and successively enable the
tiers based on priority.

Next, control node 12 retrieves the node requirements asso-
ciated with the selected tier (62). Control node 12 may, for
example, maintain a database having entries for each node
slot, where the entries identify the node requirements for each
of' the tiers. Control node 12 retrieves the node requirements
for the selected tier from the database.

In addition, control node 12 accesses the database and
retrieves the computing node attributes of one of the unallo-
cated computing nodes of free pool 13. Control node 12
compares the node requirements of the tier to the node
attributes of the selected computing node (64).

Based on the comparison, control node 12 determines
whether the node attributes of the computing node meets the
minimum node requirements of the tier (66). If the node
attributes of the selected computing node do not meet the
minimum node requirements of the tier, then the computing
node is removed from the list of candidate nodes for this
particular tier (68). Control node 12 repeats the process by
retrieving the node attributes of another of the computing
nodes of the free pool and compares the node requirements of
the tier to the node attributes of the computing node.

If the node attributes of the selected computing node meet
the minimum node requirements of the tier (YES of 66),
control node 12 determines whether the node attributes are an
exact match to the node requirements of the tier (70). If the
node attributes of the selected computing node and the node
requirements of the tier are a perfect match (YES of 70), the
computing node is immediately assigned from the free pool to
a node slot of the tier and the image instance for the slot is
associated with the computing node for deployment (72).

Control node 12 then determines whether the node count
for the tier is met (74). Control node 12 may, for example,
determine whether the tier is assigned the minimum number
of nodes necessary to provide adequate processing capabili-
ties. In another example, control node 12 may determine
whether the tier is assigned the ideal number of nodes defined
by system administrator 20. When the node count for the tier
is met, control node 12 selects the next tier to enable, e.g., the
tier with the next largest priority, and repeats the process until
all defined tiers are enabled, i.e., populated with application
nodes (60).

If the node attributes of the selected computing node and
the node requirements of the tier are not a perfect match
control node 12 calculates and records a “processing energy”
of'thenode (76). As used herein, the term “processing energy”
refers to a numerical representation of the difference between
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the node attributes of a selected node and the node require-
ments of the tier. A positive processing energy indicates the
node attributes more than satisty the node requirements of the
tier. The magnitude of the processing energy represents the
degree to which the node requirements exceed the tier
requirements.

After computing and recording the processing energy of
the nodes, control node 12 determines whether there are more
candidate nodes in free pool 13 (78). If there are additional
candidate nodes, control node 12 repeats the process by
retrieving the computing node attributes of another one of the
computing nodes of the free pool of computing nodes and
comparing the node requirements of the tier to the node
attributes of the computing node (64).

When all of the candidate computing nodes in the free pool
have been examined, control node 12 selects the candidate
computing node having the minimum positive processing
energy and assigns the selected computing node to a node slot
of the tier (80). Control node 12 determines whether the
minimum node count for the tier is met (82). If the minimum
node count for the tier has not been met, control node 12
assigns the computing node with the next lowest calculated
processing energy to the tier (80). Control node 12 repeats this
process until the node count is met. At this point, control node
12 selects the next tier to enable, e.g., the tier with the next
largest priority (60).

In the event there are an insufficient number of computing
nodes in free pool 13, or an insufficient number of computing
nodes that meet the tier requirements, control node 12 notifies
system administrator 20. System administrator 20 may add
more nodes to free pool 13, add more capable nodes to the free
pool, reduce the node requirements of the tier so more of the
unallocated nodes meet the requirements, or reduce the con-
figured minimum node counts for the tiers.

FIG.51s aflow diagram illustrating exemplary operation of
control node 12 when adding an additional computing node to
atier to meet increased processing demands. Initially, control
node 12 or system administrator 20 identifies a need for
additional processing capacity on one of the tiers (90). Con-
trol node 12 may, for example, identify a high processing load
on the tier or receive input from a system administrator iden-
tifying the need for additional processing capacity on the tier.

Control node 12 then determines whether there are any
computing nodes in the free pool of nodes that meet the
minimum node requirements of the tier (92). When there are
one or more nodes that meet the minimum node requirements
of'the tier, control node 12 selects the node from the free pool
based the node requirements of the tier, as described above,
(94) and assigns the node to the tier (95). As described in
detail with respect to FIG. 4, control node 12 may determine
whether there are any nodes that have node attributes that are
an exact match to the node requirements of the tier. If an exact
match is found, the corresponding computing node is
assigned to a node slot of the tier. If no exact match is found,
control node 12 computes the processing energy for each
node and assigns the computing node with the minimum
processing energy to the tier. Control node 12 remotely pow-
ers on the assigned node and remotely boots the node with the
image instance associated with the node slot. Additionally,
the booted computing node inherits the network address asso-
ciated with the node slot.

If there are no adequate computing nodes in the free pool,
i.e., no nodes at all or no nodes that match the minimal node
requirements of the tier, control node 12 identifies the tiers
with a lower priority than the tier needing more processing
capacity (96).
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Control node 12 determines which of the nodes of the
lower priority tiers meet the minimum requirements of the tier
in need of processing capacity (98). Control node 12 may, for
example, compare the attributes of each of the nodes assigned
to node slots of the lower priority tiers to the node require-
ments of the tier in need of processing capacity. Lower pri-
ority tiers that have the minimum number of computing nodes
may be removed from possible tiers from which to harvest an
application node. If, however, all the lower priority tiers have
the minimum number of computing nodes defined for the
respective tier, the lowest priority tier is selected from which
to harvest the one or more nodes.

Control node 12 calculates the processing energy of each of
the nodes of the lower priority tiers that meet the minimum
requirements (100). The energies of the nodes are calculated
using the differences between the node attributes and the node
requirements of the tier needing additional capacity. Control
node 12 selects the computing node with the lowest process-
ing energy that meets the minimum requirements, and assigns
the selected computing node to the tier in need of processing
capacity (102, 95).

FIG. 6 is a flow diagram illustrating exemplary operation of
control node 12 when harvesting excess node capacity from
one of the tiers and returning the harvested computing node to
free pool 13. Initially, control node 12 identifies a tier having
excess node capacity (110). Control node 12 may, for
example, periodically check the node capacity of the tiers to
identify any tiers having excess node capacity. Performing a
periodic check and removal of excess nodes increases the
likelihood that a capable computing node will be in free pool
13 in the event one of the tiers needs additional node capacity.

When harvesting a node, control node 12 calculates the
processing energy of all the nodes in the tier as described
above with reference to FIG. 4 (112). Control node 12 iden-
tifies the node within the tier with the highest processing
energy and returns the identified node to the free pool of
nodes (114, 116). As described above, the node with the
highest processing energy corresponds to the node whose
node attributes are the most in excess of the node require-
ments of the tier.

Returning the node to the free pool may involve remotely
powering off the computing node and updating the database
to associate the harvested node with free pool 13. In addition,
control node 12 updates the database to disassociate the
returned node with the node slot to which it was assigned. At
this point, the node no longer uses the network address asso-
ciated with the image instance mapped to the node slot. Con-
trol node 12 may, therefore, assign a temporary network
address to the node while the node is assigned to free pool 13.

FIG.7is ascreen illustration of an exemplary user interface
120 presented by control node 12 with which administrator
20 interacts to define tiers for a particular domain. In the
example illustrated in FIG. 7, system administrator 20 has
selected the “Collage Domain.” User interface 120 presents
the tiers that are currently in the selected domain. In the
example illustrated, the Collage Domain includes three tiers,
“test tier 1,” “test tier 2,” and “test tier 3.” As shown in FIG. 7,
in this example, each of the tiers includes two nodes. In
addition, user interface 120 lists the type of software image
currently deployed to application nodes for each of the tiers.
In the example illustrated, image “applone (1.0.0)” is
deployed to the nodes of test tier 1 and image “appltwo
(1.0.0)” is deployed to the nodes of test tier 2. System admin-
istrator 20 may add one or more tiers to the domain by click-
ing on new tier button 122.

FIG. 8is ascreen illustration of an exemplary user interface
130 for defining properties of the tiers. In particular, user
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interface 130 allows system administrator 20 to input a name
for the tier, a description of the tier, and an image associated
with the tier. The image associated with the tier refers to a
master image from which image instances are generated and
deployed to the nodes assigned to the tier.

When configuring a tier, system administrator 20 may elect
to activate email alerts. For example, system administrator 20
may activate the email alerts feature in order to receive email
alerts providing system administrator 20 with critical and/or
non-critical tier information, such as a notification that a tier
has been upgraded, a node of the tier has failed or the like.
Furthermore, system administrator 20 may input various poli-
cies, such node failure rules. For example, system adminis-
trator 20 may identify whether control node 12 should reboot
a node in case of failure or whether the failed node should
automatically be moved to maintenance pool 17. Similarly,
system administrator 20 may identify whether nodes assigned
to the tier may be harvested by other tiers.

User interface 130 may also allow system administrator 20
to input node requirements of a tier. In order to input node
requirements of a tier, system administrator 20 may click on
the “Requirements” tab 132, causing user interface 130 to
present an input area to particular node requirements of the
tier.

FIG. 9is ascreenillustration of an exemplary user interface
140 for viewing and identifying properties of a computing
node. User interface 140 allows system administrator 20 to
define a name, description, and location (including a rack and
slot) of a computing node. In addition user interface 140 may
specify user-defined properties of a node, such as whether the
computing node has /O HBA capabilities.

User interface 140 also displays properties that control
node 12 has identified during the computing node inventory
process. In this example, user interface 140 presents system
administrator 20 with the a CPU node count, a CPU speed, the
amount of RAM, the disk size and other characteristics that
are identifiable during the automated node inventory. User
interface 140 additionally presents interface information to
system administrator 20. Specifically, user interface 140 pro-
vides system administrator 20 with a list of components and
their associated IP and MAC addresses.

User interface 140 also allows system administrator 20 to
define other custom requirements. For example, system
administrator 20 may define one or more attributes and add
those attributes to the list of node attributes presented to
system administrator 20.

FIG. 10 is a screen illustration of an exemplary user inter-
face 150 for viewing software images. User interface 150
presents to a system administrator or another user a list of
images maintained by control node 12 within image reposi-
tory 26. The image list further includes the status of each
image (i.e., either active or inactive), the version of the image,
the operating system on which the image should be run, the
operating system version on which the image should be run
and a brief description of the image.

System administrator 20 or another user may select an
image by clicking on the box in front of the image identifier/
name and perform one or more actions on the image. Actions
that system administrator 20 may perform on an image
include deleting the image, updating the image, and the like.
System administrator 20 may select one of the image actions
via dropdown menu 152. In some embodiments, user inter-
face 150 may further display other details about the images
such as the node to which the images are assigned (if the node
status is “active”), the network address associated with the
images and the like.



US 7,590,653 B2

13

FIG. 11 is a screen illustration of an exemplary user inter-
face 160 for viewing a hardware inventory report. User inter-
face 160 presents to system administrator 20 or another user
a list of the nodes that are currently assigned to a domain.
System administrator 20 may elect to view the nodes for the
entire domain, for a single tier within the domain or for a
single rack within a tier.

For each node, user interface 160 presents a node ID, a
status of the node, the tier to which the node belongs, a
hostname associated with the node, a NIC IP address, a rack
location, a slot location, the number of CPU’s of the node, the
amount of RAM on the node, the number of disks on the node,
whether the node has I/O HBA, and the number of NICs of the
node.

System administrator 20 or other user may select anode by
clicking on the box in front of the node identifier/name and
perform one or more actions on the node. Actions that system
administrator 20 may perform on the node include deleting
the node, updating the node attributes or other properties of
the node, and the like. System administrator 20 may select
one of the node actions via dropdown menu 162.

FIG. 12 is a screen illustration of an exemplary user inter-
face 170 for viewing discovered nodes that are located in
discovered pool 11. For each node, user interface 170 pre-
sents a node ID, a state of the node, a NIC IP address, a rack
location, a slot location, the number of CPU’s of the node, the
amount of RAM on the node, the number of disks on the node,
whether the node has I/O HBA, and the number of NICs of the
node.

FIG. 13 is a screen illustration of an exemplary user inter-
face 180 for viewing users of distributed computing system
10. User interface 180 presents a list of users as well as the
role assigned to each of the users and the status of each of the
users. Thus, system administrator 20 may define different
roles to each of the users. For example, a user may be either an
operator (i.e., general user) or an administrator. System
administrator 20 may add a new user to the list of users by
clicking on the “New User” button 182.

FIG. 14 is a screen illustration of an exemplary user inter-
face 190 for viewing alerts for distributed computing system
10. For each of the alerts, user interface 190 identifies the
severity of the alert, whether the alert has been acknowledged,
an object associated with the alert, an event associated with
the alert, a state of the alert, a user associated with the alert and
a date associated with the alert.

System administrator 20 or other user may select an alert
by clicking on the box in front of the logged alert and perform
one or more actions on the logged alert. Actions that system
administrator 20 may perform include deleting the alert,
changing the status of the alert, or the like. System adminis-
trator 20 may specify the log actions via dropdown menu 192.

FIG. 15 is a block diagram illustrating one embodiment of
control node 12 in further detail. In the illustrated example,
control node 12 includes a monitoring subsystem 202, a ser-
vice level automation infrastructure (SL.AI) 204, and a busi-
ness logic tier (BLT) 206.

Monitoring subsystem 202 provides real-time monitoring
of the distributed computing system 10. In particular, moni-
toring subsystem 202 dynamically collects status data 203
from the hardware and software operating within distributed
computing system 10, and feeds the status data in the form of
monitor inputs 208 to SLLAI 204. Monitoring inputs 208 may
be viewed as representing the actual state of the fabric defined
for the organizational model implemented by distributed
computing system 10. Monitoring subsystem 202 may utilize
well defined interfaces, e.g., the Simple Network Manage-
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ment Protocol (SNMP) and the Java Management Extensions
(JMX), to collect and export real-time monitoring informa-
tion to SLAI 204.

SLLAI 204 may be viewed as an automation subsystem that
provides support for autonomic computing and acts as a cen-
tral nervous system for the controlled fabric. In general, SLAI
204 receives monitoring inputs 208 from monitoring sub-
system 202, analyzes the inputs and outputs appropriate
action requests 212 to BLT 206. In one embodiment, SLAI
204 is a cybernetic system that controls the defined fabric via
feedback loops. More specifically, administrator 20 may
interact with BLT 206 to define an expected state 210 for the
fabric. BLT 206 communicates expected state 210 to SLAI
204. SLAI 204 receives the monitoring inputs from monitor-
ing subsystem 202 and applies rules to determine the most
effective way of reducing the differences between the
expected and actual states for the fabric.

For example, SLLAI 204 may apply a rule to determine that
a node within a high priority tier has failed and that the node
should be replaced by harvesting a node from a lower priority
tier. In this example, SLAI 204 outputs an action request 212
to invoke BLT 206 to move a node from one tier to the other.

Ingeneral, BLT 206 implements high-level business opera-
tions on fabrics, domains and tiers. SLAI 204 invokes BLT
206 to bring the actual state of the fabric into accordance with
the expected state. In particular, BLT 206 outputs fabric
actions 207 to perform the physical fabric changes. In addi-
tion, BLT 206 outputs notifications 211 to SLAI 204 and
monitoring subsystem 202 to indicate the changes to distrib-
uted computing system 10, and communicates a new
expected state 210 to SLAI 204. As one example, BLT 206
may provide control operations that can be used to replace
failed nodes. For example, BLT 206 may output an action
request indicating that a node having address 10.10.10.10 has
been removed from tier ABC and a node having address
10.10.10.11 has been added to tier XYZ. In response, moni-
toring subsystem 202 stops attempting to collect status data
203 from node 10.10.10.10 and starts monitoring for status
datafromnode 10.10.10.11. Inaddition, SLAI 204 updates an
internal model to automatically associate monitoring inputs
from node 10.10.10.11 with tier XYZ.

FIG. 16 is a block diagram illustrating one embodiment of
monitoring subsystem 202. In general, monitoring subsystem
202 dynamically detects and monitors a variety of hardware
and software components within the fabric. For example,
monitoring subsystem 202 identifies, in a timely and efficient
manner, any computing nodes that have failed, i.e., any node
that does not respond to a request to a known service. More
generally, monitoring subsystem 202 provides a concise, con-
sistent and constantly updating view of the components of the
fabric.

As described further below, monitoring subsystem 202
employs a modular architecture that allows new detection and
monitoring collectors 224 to be “plugged-in” for existing and
new protocols and for existing and new hardware and soft-
ware. As illustrated in FIG. 16, monitoring subsystem 202
provides a plug-in architecture that allows different informa-
tion collectors 224 to be installed. In general, collectors 224
are responsible for protocol-specific collection of monitoring
information. The plug-in architecture allows for new proto-
cols to be added by simply adhering to a collector plug-in
signature. In this example, monitoring subsystem 202
includes collectors 224 A and 224B for collecting information
from operating systems and applications executing on nodes
within tier A and tier B, respectively.

In one embodiment, collectors 224 are loaded at startup of
control node 12 and are configured with information retrieved
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from BLT 206. Monitoring engine 222 receives collection
requests from SLAI 204, sorts and prioritizes the requests,
and invokes the appropriate one of collectors 224 based on the
protocol specified in the collection requests. The invoked
collector is responsible for collecting the required status data
and returning the status data to monitoring engine 222. If the
collector is unable to collect the requested status data, the
collector returns an error code.

In one embodiment, collectors 224 are Java code compiled
into ajar file and loaded with a class loader at run time. Each
of collectors 224 has an associated configuration file written
in a data description language, such as the extensible markup
language (XML). In addition, a user may interact with BLT
206 to add run-time configuration to dynamically configure
collectors 224 for specific computing environments. Each of
collectors 224 expose an application programming interface
(API) to monitoring engine 222 for communication and data
exchange.

A user, such as a system administrator, specifies the pro-
tocol or protocols to be used for monitoring a software image
when the image is created. In addition, the users may specify
the protocols to be used for monitoring the nodes and each
service executing on the nodes. Example protocols supported
by the collectors 224 include Secure Shell (SSH), Simple
Network Management Protocol (SNMP), Internet Control
Message Protocol (ICMP) ping, Java Management Exten-
sions (JMX) and the Hypertext Transfer Protocol (HTTP).

Some protocols require special privileges, e.g., root privi-
leges, to perform the required data collection. In this case, the
corresponding collectors 224 communicate with a separate
process that executes as the root. Moreover, some protocols
may require deployment and/or configuration of data provid-
ers within the fabric. Software agents may, for example, be
installed and configured on nodes and configured on other
hardware. If needed, custom in-fabric components may be
deployed.

In this example, the modular architecture of monitoring
subsystem 202 also supports one or more plug-in interfaces
220 for data collection from a wide range of third-party moni-
toring systems 228. Third-party monitoring systems 228
monitor portions of the fabric and may be vendor-specific.

FIG. 17 is a block diagram illustrating one embodiment of
SLAI 204 in further detail. In the illustrated embodiment,
SLAI 204 is composed of three subsystems: a sensor sub-
system 240, an analysis subsystem 244 and an effector sub-
system 248.

In general, sensor subsystem 240 receives actual state data
from monitoring subsystem 202 in the form of monitoring
inputs 208 and supplies ongoing, dynamic input data to analy-
sis subsystem 244. For example, sensor subsystem 240 is
notified of physical changes to distributed computing system
10 by monitoring subsystem 202. Sensor subsystem 240 uses
the state data received from monitoring subsystem 202 to
maintain ongoing, calculated values that can be sent to analy-
sis subsystem 244 in accordance with scheduler 242.

In one embodiment, sensor subsystem 240 performs time-
based hierarchical data aggregation of the actual state data in
accordance with the defined organization model. Sensor sub-
system 240 maintains organizational data in a tree-like struc-
ture that reflects the current configuration of the hierarchical
organization model. Sensor subsystem 240 uses the organi-
zational data to perform the real-time data aggregation and
map tiers and domains to specific nodes. Sensor subsystem
240 maintains the organizational data based on notifications
211 received from BLT 206.

Sensor subsystem 240 sends inputs to analysis subsystem
244 to communicate the aggregated data on a periodic or
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event-driven basis. Analysis subsystem 244 may register an
interest in a particular aggregated data value with sensor
subsystem 240 and request updates at a specified frequency.
In response, sensor subsystem 240 interacts with monitoring
subsystem 202 and scheduler 242 to generate the aggregated
data required by analysis subsystem 244.

Sensor subsystem 240 performs arbitrary data aggrega-
tions via instances of plug-in classes (referred to as “trig-
gers”) that define the aggregations. Each trigger is registered
under a compound name based on the entity being monitored
and the type of data being gathered. For example, a trigger
may be defined to aggregate and compute an average com-
puting load for a tier every five minutes. Analysis subsystem
244 requests the aggregated data based on the registered
names. In some embodiments, analysis subsystem 244 may
define calculations directly and pass them to sensor sub-
system 240 dynamically.

Analysis subsystem 244 is composed of a plurality of for-
ward chaining rule engines 246A-246N. In general, rule
engines 246 match patterns in a combination of configuration
data and monitoring data, which is presented by extraction
agent 251 in the form of events. Events contain the aggregated
data values that are sent to rule engines 246 in accordance
with scheduler 242.

Sensor subsystem 240 may interact with analysis sub-
system 244 via trigger listeners 247 that receives updates
from a trigger within sensor subsystem 240 when specified
events occur. An event may be based on system state (e.g., a
node transitioning to an up or down state) or may be time
based.

Analysis subsystem 244 allows rule sets to be loaded in
source form and compiled at load time into discrimination
networks. Each rule set specifies trigger-delivered attributes.
Upon loading the rule sets, analysis subsystem 244 estab-
lishes trigger listeners 247 to receive sensor notifications and
update respective working memories of rule engines 246. As
illustrated in FIG. 17, each of rule engines 246 may serve a
different tier defined within the fabric. Alternatively, multiple
rule engines 246 may serve a single tier or a single rule engine
may serve multiple tiers.

Rule engines 246 process the events and invoke action
requests via calls to effector subsystem 248. In addition, rule
engines 246 provide a call-back interface so that effector
subsystem 248 can inform a rule engine when an action has
completed. Rule engines 246 prevent a particular rule from
re-firing as long as any action invoked by the rule has not
finished. In general, rules contain notification calls and ser-
vice invocations though either may be disabled by configu-
ration of effector subsystem 248. BLT 206 supplies initial
system configuration descriptions to seed each of rule engines
246.

In general, rule engines 246 analyze the events and dis-
cover discrepancies between an expected state of the fabric
and an actual state. Each of rule engines 246 may be viewed
as software that performs logical reasoning using knowledge
encoded in high-level condition-action rules. Each of rule
engines 246 applies automated reasoning that works forward
from preconditions to goals defined by system administrator
20. For example, rule engines 246 may apply modus ponens
inferences rules.

Rule engines 246 output requests to effector module 248
which produce actions requests 212 for BLT 206 to resolve
the discrepancies. Effector subsystem 248 performs all opera-
tions on behalf of analysis subsystem 244. For example, event
generator 250, action manager 252 and logger 254 of effector
subsystem 248 perform event generation, BLT action invoca-
tion and rule logging, respectively.
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FIG. 18 is a block diagram of an example working memory
270 associated with rule engines 246. In this example, work-
ing memory 270 includes a read-only first data region 272 that
stores the expected state received from BLT 206. Data region
272 is read-only in the sense that it cannot be modified in
response to a trigger from sensor subsystem 240 or by rule
engines 246 without notification from BLT 206.

In addition, working memory 270 includes a second data
region 274 that is modifiable (i.e., read/write) and may be
updated by monitoring subsystem 202 or used internally by
rule engines 246. In general, data region 274 stores aggre-
gated data representing the actual state of the fabric and can
be updated by sensor subsystem 240 or by rule engines 246.
The actual state may consist of a set of property annotations
that can be attached to objects received from BLT 206 or to
objects locally defined within a rule engine, such as local
object 276.

FIG. 19 is a block diagram illustrating an example embodi-
ment for BLT 206. In this example, BLT 206 includes a set of
one or more web service definition language (WSDL) inter-
faces 300, a report generator 302, a fabric administration
interface service 304, a fabric view service 306, a user admin-
istration service 308, a goal manager 312 and an event sub-
system 315.

As described, BLT 206 provides the facilities necessary to
create and administer the organizational model (e.g., fabric,
domains, tiers and nodes) implemented by distributed com-
puting system 10. In general, BLT 206 abstracts access to the
persisted configuration state of the fabric, and controls the
interactions with interfaces to fabric hardware services. As
such, BLT 206 provides fabric management capabilities, such
as the ability to create a tier and replace a failed node. WSDL
interfaces 300 provide web service interfaces to the function-
ality of BLT 206 that may be invoked by web service clients
313. In general, web service clients 313 may be presentation
layer applications, command line applications or internal
subsystems, such as SLAI 204.

In other words, BLT 206 abstracts all interaction with
physical hardware for web service clients 313. BLT 206 is an
enabling component for autonomic management behavior,
but does not respond to real-time events that either prevent a
goal from being achieved or produce a set of deviations
between the expected state and the actual state of the system.
In contrast, BLT 206 originates goals for autonomic reactions
to changing configuration and state. SLAI 204 analyzes and
acts upon these goals along with real-time state changes. BLT
206 sets the goals to which SLLAI 204 strives to achieve, and
provides functionality used by the SLAI in order to achieve
the goals.

In general, BLT 206 does not dictate the steps taken in
pursuit of a goal since these are likely to change based on the
current state of distributed computing system 10 and changes
to configurable policy. SLAI 204 makes these decisions based
on the configured rule sets for the fabric and by evaluating
monitoring data received from monitoring subsystem 202.

Fabric administration service 304 implements a set of
methods for managing all aspects of the fabric. Example
methods include methods for adding, viewing, updating and
removing domains, tiers, nodes, notifications, assets, appli-
cations, software images, connectors, and monitors. Other
example methods include controlling power at a node, and
cloning, capturing, importing, exporting or upgrading soft-
ware images. Rule engines 246 of SLAI 204 may, for
example, invoke these methods by issuing action requests
212.

Many of WSDL interfaces 300 offered by BLT 206 allow
administrator 20 to define goals, such as specifying a goal of
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the expected state of the fabric. For these, goal manager 312
generates goal data 310 that represents the specified goal.
Goal manager 312 returns a goal identifier to the calling web
service clients 313. The web service clients 313 in turn notify
SLLAI 204 of the expected goal and pass the goal identifier to
the SLAI Rule engines 246 within SLAI 204, in turn, initiate
one or more BLT tasks to achieve the specified goal. Web
service clients 313 use the goal identifier to track progress and
retrieve output, results, and errors associated with achieving
the goal.

In one embodiment, there are no WSDL interfaces 300 for
initiating specific tasks. Rather, administrator 20 interacts
with BLT 206 though goal interfaces presented by WSDL
interfaces 300 to define the goals for the fabric. In contrast,
the term task is used to refer to internal system constructs that
require no user interaction. Tasks are distinct, low-level units
of work that affect the state of the fabric. SLAI 204 may
combine tasks to achieve or maintain a goal state.

For example, administrator 20 can request configuration
changes by either adding new goals to an object or by modi-
fying the attributes on existing goals. Scheduled goals apply
a configuration at a designated time. For example, the goals
for a particular tier may specify the minimum, maximum, and
target node counts for that tier. As a result, the tier can increase
or decrease current node capacity by scheduling goals with
different configuration values.

This may be useful, for example, in scheduling a software
image upgrade. As another example, entire domains may
transition online and offline per a defined grid schedule.
Administrator 20 may mix and match goals on a component
to achieve configurations specific to the application and envi-
ronment. For example, a tier that does not support autonomic
node replacement would not be configured with a harvesting
goal.

In general, goals are either “in force” or “out of force.”
SLLAI204 only works to achieve and maintain those goals that
are currently in force. SLLAI 204 also applies a concept of
“gravity” as the goals transition from in force to out of force.
For example, SLLAI 204 may transition a tier offline when an
online goal is marked out of force. Some goal types may have
prerequisite goals. For example, an image upgrade goal may
require as a prerequisite that a tier be transitioned to offline
before the image upgrade can be performed.

Goal manager 312 may automatically formulate dependen-
cies between goals or may allow a user to specify the depen-
dencies. For example, a user may request that a newly created
tier come online, and goal manager 312 may automatically
generate a goal of harvesting a target number of nodes to
enable the tier. If a goal, along with all of the goals on which
it depends, cannot be satisfied within a user-specified time,
goal manager 312 changes the state of the goal to out of force
and notifies the user of the failure.

In this manner, goal manager 312 controls the life cycle of
a goal (i.e., the creation, scheduling, update, deletion of the
goal), and provides a common implementation of these and
other services such as timeout, event writing, goal conflicts,
management of intra-goal dependencies, and tracking tasks
to achieving the goals.

Progress toward a goal is tracked though event subsystem
315. Inparticular, event subsystem tracks the progress of each
in force goal based on the goal identifiers. Tasks executed to
achieve a particular goal produce events to communicate
result or errors. The events provide a convenient time-based
view of all actions and behaviors.

Examples of goal types that may be defined by administra-
tor 20 include software image management goals, node allo-
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cation goals, harvest goals, tier capacity goals, asset require-
ment goals, tier online/offline goals, and data gathering goals.

In one embodiment, BLT 206 presents a task interface to
SLAI 204 for the creation and management of specific tasks
in order to achieve the currently in force goals. In particular,
rule engines 246 invoke the task interface based on evaluation
of'the defined rule sets in view of the expected state and actual
state for the fabric. Example task interfaces include interfaces
to: reserve node resources; query resources for a node slot;
associate or disassociate an image with a node in a tier node
slot; allocate, de-allocate, startup or shutdown a node; move a
node to a tier; apply, remove or cycle power of a node; create
a golden image; create or delete an image instance; and delete
an activity, node or tier.

Report generator 302 provides an extensible mechanism
for generating reports 314. Typical reports include image
utilization reports that contain information with respect to the
number of nodes running each software image, inventory
reports detailing both the logical and physical aspects of the
fabric, and system event reports showing all events that have
occurred within the fabric. Report generator 302 gathers,
localizes, formats and displays data into report form for pre-
sentation to the user. Report generator 302 may include one or
more data gathering modules (not shown) that gather events
in accordance with a schedule and update an events table to
record the events. The data gathering modules may write the
events in XML format.

As described further below, discovery service 317 detects
the connection of nodes to network 18 (FIG. 1). For example,
discovery service 317 may monitor DHCP leases assigned
within network 18 to detect the addition of nodes to network
18. Once detected, discovery service 317 updates organiza-
tional model 21 to include a node object for the discovered
node and allocates the node to discovered pool 11.

Inventory service 319 automatically inventories the
attributes for the discovered node and reassigns the discov-
ered node to free pool 13. In general, the node attributes
identified during the inventory process may be hardware,
software or firmware attributes of the node. However, in most
applications, the node attributes include mainly hardware
attributes. As described in further detail below, inventory
service 319 may automatically deploy an “inventory software
image” for inventorying the hardware assets of the node.
Thus, this image may primarily be the only software assets
deployed on the node. Example hardware attributes include a
number of processors (CPU count), a processing speed, an
amount of random access memory (e.g., RAM), local disk
characteristics, I/O attributes (e.g, whether the node includes
HBA) or other computing resources. Administrator 20 may
interact with BLT 206 and provide input identifying node
attributes not detectable via the automatic inventory service
319.

FIG. 20 is a block diagram illustrating one embodiment of
a rule engine 246 (FIG. 17). In the illustrated embodiment,
rule engine 246 includes a rule compiler 344 and an execution
engine 346. Each of rules 342 represents a unit of code that
conforms to a rule language and expresses a set of triggering
conditions and a set of implied actions. When the conditions
are met, the actions are eligible to occur. The following is one
example of a rule:

rule checkTierLoad {
Tier t where status != “overloaded”;
LoadParameter p where app == t.app && maxload < t.load;

F->{
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-continued

modify t {
status: “overloaded”;
%

}

When translated, this example rule marks a tier as overloaded
if an application is implemented by the tier and the maximum
specified load for the application has been exceeded. Another
example rule for outputting a notification that a tier is over-
loaded and automatically invoking a task within BLT 206 to
add a node is:

rule tierOverloadNotify {

Tier t where status == “overloaded”;
F->{

notify “Tier: ” + t + “is overloaded.”;

BLT.addNode(f);

}

Rule compiler 344 compiles each of rules 344 and trans-
lates match conditions of the rules into a discrimination net-
work that avoids redundant tests during rule execution.
Execution engine 346 handles rule administration, object
insertion and retrieval, rule invocation and execution of rule
actions. In general, execution engine 346 first matches a
current set of rules 342 against a current state of working
memory 348 and local objects 350. Execution engine 346
then collects all rules that match as well as the matched
objects and selects a particular rule instantiation to fire. Next,
execution engine 346 fires (executes) the instantiated rule and
propagates any changes to working memory 348. Execution
engine 346 repeats the process until no more matching rule
instantiations can be found.

Firing of a rule typically produces a very small number of
changes to working memory 348. This allows sophisticated
rule engines to scale by retaining match state between cycles.
Only the rules and rule instantiations affected by changes get
updated, thereby avoiding the bulk of the matching process.
One exemplary algorithm that may be used by execution
engine 346 to handle the matching process includes the RETE
algorithm that creates a decision tree that combines the pat-
terns in all the rules and is intended to improve the speed of
forward-chained rule system by limiting the effort required to
re-compute a conflict set after a rule is fired. One example of
a RETE algorithm is described in Forgy, C. L..: 1982, ‘RETE:
a fast algorithm for the many pattern/many object pattern
match problem’. Artificial Intelligence 19, 1737, hereby
incorporated by reference. Other examples include the
TREAT algorithms, and LEAPS algorithm, as described by
Miranker, D. P.: “TREAT: A New and Efficient Match Algo-
rithm for Al Production Systems’. ISBN 0934613710 Daniel
P. Miranker, David A. Brant, Bernie Lofaso, David Gadbois:
On the Performance of Lazy Matching in Production Sys-
tems. AAAT 1990: 685692, each of which is hereby incorpo-
rated by reference.

FIG. 21 is a flow diagram illustrating exemplary operation
of discovery service 317 when automatically discovering an
application node. In general, discovery service 317 detects
newly available nodes when connected or otherwise added to
network 18 (FIG. 1). Discovery service 317 may execute as a
background daemon that monitors a DHCP lease file and
identifies DHCP leases assigned by a DHCP server within
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network 18 (400). The DHCP server may be a conventional
DHCP server and may execute on control node 12 or else-
where within network 18.

In the event the DHCP lease file has been updated by the
DHCP server (402), discovery service 317 parses any new
DHCP lease to determine whether the requesting client is a
suitable candidate for an application node that may be
included within distributed computing system 10. In particu-
lar, discovery service 317 determines whether the client is a
computing node of a type that may be automatically invento-
ried and integrated within distributed computing system 10.
The requesting client may, for example, be a general-purpose
computing device or a plurality of racked computing “blades”
that may be well suited for autonomic control within distrib-
uted computing system 10. Alternatively, the requesting node
may be a switch, router, printer, conventional workstation,
laptop or other resource not suitable for operation within a
distributed computing system having autonomic control.

In one embodiment, discovery service 317 determines
whether the lease specifies information in a manner that
matches one of a plurality of naming conventions used to
identify candidate application nodes. This process may be
vendor specific. For example, discovery service 317 may
analyze certain substrings within the DHCP lease to identify
candidate nodes. In one embodiment, discovery service 317
analyzes a vendor class identifier and a host name associated
with the DHCP lease. As one example, a vendor class iden-
tifier of “DELL RAC” may indicate that client is a DELL
RAC™ power controller from Dell Inc. of Round Rock, Tex.
As another example, a host name in which the first two char-
acters are “MM” may indicate the client is an IBM Blade-
Center™ Management Module (MM) power controller from
IBM Corp. of White Plains, N.Y. Similarly, a host name in
which the first four characters are “ASMA” may indicate the
client is an IBM RSAII power controller from IBM Corp.

It a match is detected, discovery service 317 identifies the
network address that the DHCP server temporarily assigned
(404). Discovery service 317 updates organizational model
21 to assign a permanent network address to the newly dis-
covered node for use within distributed computing system 10
until the node is deployed and a software image is subse-
quently assigned to the node for execution (406).

Next, discovery service 317 determines if the discovered
node is a single, stand-alone node or whether the node is
actually a control node (e.g., a power controller) for a plural-
ity of nodes (408). For example, the node may be a control
node for a plurality of computing blades mounted within a
hardware rack. When the discovered node is a control node
for a plurality of nodes, discovery service 317 may query the
control node to determine the total number of nodes and to
determine an offset associated with each of the nodes for
purposes of network addressing.

Discovery service 317 then determines a media access
control (MAC) address of a boot interface for each of the
nodes (410). In some applications, discovery service 317
need only query the power controller for the MAC addresses.
In other applications, discovery service 317 may invoke the
power controller associated with the discovered node to
remotely power cycle the node. Discovery service 317 then
remotely captures and parses textual configuration informa-
tion produced by the cycled node on a console port. This
textual configuration information is usually produced by a
bios of the node. Discovery service 317 parses the textual
information to extract the MAC address of a boot network
adapter (NIC) for the node. In the event the discovered node
is a control module for a plurality of nodes, discovery service
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317 performs this process (e.g., in parallel) for each of the
nodes to identify MAC addresses for respective boot inter-
faces of the nodes.

Discovery service 317 creates a node object within orga-
nization model 21 for each of the discovered nodes and
updates the objects to store the MAC addresses for the nodes
(412). For example, discovery service 317 may store the
MAC address for the boot NIC, and a MAC address and port
identifier for an associated control module in the event the
node is one of a plurality of nodes associated with a control
module. Finally, discovery service 317 allocates each of the
nodes to discovered pool 11 where the nodes wait to be
inventoried (414).

FIG. 22 is a flow diagram illustrating exemplary operation
of inventory service 319 when automatically inventorying
attributes of a discovered computing node. In general, inven-
tory service 319 monitors discovered pool 11 to detect the
addition of newly discovered nodes (420). For example, BLT
206 may invoke inventory service 319 when discovery ser-
vice 317 updates organizational model 21 to update a status of
a node object to associate a node with discovered pool 11.
Alternatively, a system administrator may interact with BLT
212 to manually invoke inventory service 319.

When inventory service 319 identifies a new node associ-
ated with discovered pool 11 (422), the inventory service
configures a “pre-boot execution environment” (PXE)
including a kernel, a RAM disk and a boot network interface
for the node (424). In particular, inventory service 319 con-
figures the PXE environment to network boot the node with a
pre-defined “inventory software image” that is specialized for
inventorying the hardware assets of the node.

Once the PXE environment is configured, inventory ser-
vice 319 invokes a power controller associated with the node
to power cycle the node and boot the node with the inventory
software image (426). During the network boot process, the
node loads the specified kernel and initializes the RAM disk
and identified boot network interface that corresponds to the
MAC address derived during the discovery process (428).

Once the node is booted, the node executes an inventory
process (i.e., software module) of the inventory software
image. This inventory process executes on the node, initial-
izes all of the network interfaces of the node, and determines
which of the interfaces can communicate with each other. The
inventory process marks those interfaces that can communi-
cate with each other as “bonded” (430). In addition, the inven-
tory process executing on the node interrogates the kernel
operating parameters (e.g., the “/proc” virtual file system in
Linux) to identify hardware attributes for the node. Example
attributes identified during the inventory process may include
aprocessor architecture, a processor count, a processor speed,
an amount of memory (e.g., RAM), local disk characteristics,
disk partition information including size and name, whether
HBA or other computing resources are present within the
node, and other information.

The inventory process executing on the node generates
inventory data that specifies all ofthe inventoried attributes of
the node as well as which of the network interfaces of the node
can be bonded. The inventory process may generate the
inventory data in the form of a data file that conforms to a data
description language, e.g., the extensible markup language
(XML). The inventory process creates the inventory data and
sends the inventory data from the node to inventory service
319 executing on control node 12 (432). After sending the
inventory data, the inventory process terminates and the
newly inventoried node waits for reboot and deployment
within distributed computing system 10
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Inventory service 319 receives the inventory data and auto-
matically updates the node object within organizational
model 21 to store the inventory data, i.e., the attributes for the
node (434). Inventory service 319 then updates the node
object to reassign the node from discovered pool 11 to free
pool 13, thereby marking the node as ready for deployment
(436). In the event the node is one of a plurality of nodes
associated with a common control module, inventory service
319 performs this process (e.g., in parallel) for each of the
nodes. In this manner, newly discovered nodes can be inven-
toried and readied for deployment within allocated pool 15.

Various embodiments of the invention have been
described. These and other embodiments are within the scope
of the following claims.

The invention claimed is:

1. A computer-implemented method comprising:

storing a model within a database of a control node,

wherein the model defines an organization of a distrib-
uted computing system having a plurality of computing
nodes;
automatically detecting the addition of a node to a network;
upon detecting the addition of the node, network booting
the detected node with an inventory software image that
primarily only includes an executable inventory process
for identifying hardware attributes of the detected node;

after network booting the detected node, executing the
inventory process on the detected node to automatically
identify the hardware attributes for the detected node;

sending the identified hardware attributes from the
detected node to the control node for storage within the
model,;

updating the model to store the identified hardware

attributes for the detected node;

automatically deploying the detected node within the dis-

tributed computing system in accordance with the model
based on the identified hardware attributes;

receiving an input that defines the model in a hierarchical

form that includes a fabric having one or more domains,
wherein each domain has at least one tier that performs
a computing function, wherein each tier includes at least
one node slot; and

automatically configuring he distributed computing sys-

tem in accordance with the input, wherein automatically

configuring the distributed computing system com-

prises:

comparing the identified hardware attributes of one or
more nodes against one or more tier requirements;

automatically assigning the nodes to the node slots of the
tiers based on the identified hardware attributes, the
tier requirements, and a minimum positive processing
energy for at least one node;

automatically mapping software images to the node
slots in accordance with the computing functions of
the tiers; and

automatically loading the software images onto the
nodes to provide a computing environment for execu-
tion of user software applications, wherein automati-
cally loading the software images comprises auto-
matically loading a software image onto the detected
node to replace the inventory software image.

2. The method of claim 1, wherein automatically detecting
the addition of the node comprises:

detecting automatic assignment of a temporary network

address to the node; and

analyzing the assignment to determine whether the node is

a candidate for deployment as one of the computing
nodes within the distributed computing system.
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3. The method of claim 2, wherein analyzing the assign-
ment comprises:

parsing the assignment of the temporary network address

to extract an identifier; and

determining whether the identifier matches one of a set of

known types of computing nodes.

4. The method of claim 1, further comprising:

creating a node object within the model upon detecting the

node; and

updating the node object to store the attributes.

5. The method of claim 1, wherein automatically detecting
the addition of the node comprises:

determining a media access controller (MAC) address for

the detected node; and

storing the MAC address within a node object of the model.

6. The method of claim 5, wherein determining a MAC
address comprises:

remotely cycling power on the detected node;

remotely monitoring a console port of the detected node to

capture textual configuration information while the
detected node reboots; and

parsing the textual configuration to extract the MAC

address.

7. The method of claim 1, wherein automatically detecting
the addition of the node comprises:

determining whether the detected node is a control node for

a plurality of nodes;

creating a respective node object within the model for each

of the plurality of the nodes;

automatically identifying attributes for each of the plural-

ity of nodes; and

updating the node objects within the model to store the

attributes.

8. The method of claim 1, further comprising:

automatically updating the model to assign the detected

node to a discovered pool upon detecting the node; and
automatically updating the model to assign the detected
node to a free pool upon identitying the attributes.
9. The method of claim 1, wherein network booting the
detected node comprises:
configuring a pre-boot execution environment to define the
software image to include the inventory process, an
operating system kernel, a random access memory
(RAM) disk, and a network interface.

10. The method of claim 1, further comprising:

executing the inventory process on the detected node to
identify a plurality of network interfaces on the detected
node;

determining which of the network interfaces can commu-

nicate with each other; and updating the model to mark
the interfaces that can communicate with each other as
bonded interfaces.

11. The method of claim 1, further comprising:

executing the inventory process on the detected node to

generate inventory data that conforms to a data descrip-
tion language.

12. The method of claim 1, wherein the inventory software
image further comprises an operating system kernel, a ran-
dom access memory (RAM) disk, and a network interface.

13. The method of claim 1, wherein the software image is
a complete set of software loaded on the node including an
operating system and all boot code, middleware and applica-
tion files necessary to provide the computing environment for
execution of the user software applications.

14. A distributed computing system comprising:

a plurality of application nodes interconnected via a net-

work;
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a database that stores a model that defines an organization
for the distributed computing system; and

a control node that detects the addition of a node to the
network and automatically identifies hardware attributes
for the detected node, wherein the control node com-
prises an inventory service that network boots the
detected node with an inventory software image when
the control node detects the addition of the node,
wherein the inventory software image primarily only
includes an executable inventory process for identitying
hardware attributes of the detected node, wherein, after
network booting the detected node, the inventory pro-
cess executes on the detected node to automatically
identify the hardware attributes for the detected node
and sends the identified hardware attributes from the
detected node to the control node for storage within the
model, wherein the control node updates the model to
store the identified hardware attributes for the detected
node, automatically deploys the detected node within
the distributed computing system in accordance with the
model based on the identified hardware attributes,
receives an input that defines the model in a hierarchical
form that includes a fabric having one or more domains,
wherein each domain has at least one tier that performs
a computing function, wherein each tier includes at least
one node slot, and wherein the control node automati-
cally configures the distributed computing system in
accordance with the input, compares the identified hard-
ware attributes of one or more nodes against one or more
tier requirements, automatically assigns the nodes to the
node slots of the tiers based on the identified hardware
attributes, the tier requirements, and a minimum positive
processing energy for at least one node, automatically
maps software images to the node slots in accordance
with the computing functions of the tiers, automatically
loads the software images onto the nodes to provide a
computing environment for execution of user software
applications, and automatically loads a software image
onto the detected node to replace the inventory software
image.

15. The distributed computing system of claim 14, further

comprising:

a dynamic host communication protocol (DHCP) server
that assigns a temporary network address to the node,

wherein the control node further comprises a discovery
service that detects the assignment of the temporary
network address and analyzes the assignment to deter-
mine whether the node is a candidate for a computing
node to be deployed within the distributed computing
system.

16. The distributed computing system of claim 15, wherein
the discovery service parses the assignment made by the
DHCP server to extract an identifier and determines whether
the identifier matches one of a set of known types of comput-
ing nodes.

17. The distributed computing system of claim 15, wherein
the discovery service creates a node object within the model
upon detecting the node, and updates the node object to store
the attributes.

18. The distributed computing system of claim 15,

wherein the discovery service executing on the control

node remotely cycles power on the detected node and
monitors a console port of the detected node to capture
textual configuration information when the detected
node reboots, and
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wherein the discovery service parses the textual configu-
ration to extract a media access control (MAC) address
and stores the MAC address within the node object of the
model.

19. The distributed computing system of claim 15,

wherein the discovery service determines whether the

detected node is a control node for a plurality of nodes
and creates a respective node object within the model for
each of the plurality of the nodes, and

wherein the discovery service automatically identifies

attributes for each of the plurality of nodes and updates
the node objects to store the attributes.
20. The distributed computing system of claim 14,
wherein the control node further comprises a discovery
service that automatically detects the node and updates
the model to add the node to a pool of discovered nodes,

wherein the inventory service automatically identifies the
attributes and updates the model to assign the node from
the pool of discovered nodes to a pool of free nodes
available for deployment within the distributed comput-
ing system.

21. The distributed computing system of claim 14, wherein
the inventory service configures a pre-boot execution envi-
ronment to define the software image to include the inventory
process, an operating system kernel, a random access
memory (RAM) disk, and a network interface.

22. The distributed computing system of claim 14,

wherein the inventory process executes on the detected

node to identify a plurality of network interfaces on the
detected node, and

wherein the inventory process determines which of the

network interfaces can communicate with each other
and marks the interfaces that can communicate with
each other as bonded interfaces.
23. The distributed computing system of claim 14, wherein
the inventory process executes on the detected node to gen-
erate inventory data that conforms to a data description lan-
guage.
24. The method of claim 14, wherein the inventory soft-
ware image further comprises an operating system kernel, a
random access memory (RAM) disk, and a network interface.
25. The distributed computing system of claim 14, wherein
the software image is a complete set of software loaded on the
node including an operating system and all boot code,
middleware and application files necessary to provide the
computing environment for execution of the user software
applications.
26. A computer-readable medium comprising instructions
that cause a processor to:
store a model within a database of a control node, wherein
the model defines an organization of a distributed com-
puting system having a plurality of computing nodes;

automatically detect the addition of a node to a network;

network boot the detected node with an inventory software
image upon detecting the addition of the node, wherein
the inventory software image primarily only includes an
executable inventory process for identifying hardware
attributes of the detected node;

execute the inventory process on the detected node, after

network booting the detected node, to automatically
identify the hardware attributes for the detected node;
send the identified hardware attributes from the detected
node to the control node for storage within the model;
update the model to store the identified hardware attributes
for the detected node;
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automatically deploy the detected node within the distrib-
uted computing system in accordance with the model
based on the identified hardware attributes;
receive an input that defines the model in a hierarchical
form that includes a fabric having-one or more domains,
wherein each domain has at least one tier that performs
a computing function, wherein each tier includes at least
one node slot; and
automatically configure the distributed computing system
in accordance with the input, wherein the instructions
that cause the processor to automatically configure the
distributed computing system comprise instructions that
cause the processor to:
compare the identified hardware attributes of one or
more nodes against one or more tier requirements;
automatically assign the nodes to the node slots of the
tiers based on the identified hardware attributes, the
tier requirements, and a minimum positive processing
energy for at least one node;
automatically map software images to the node slots in
accordance with the computing functions of the tiers;
and
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automatically load the software images onto the nodes to
provide a computing environment for execution of
user software applications, wherein the instructions
that cause the processor to automatically load the
software images comprise instructions that cause the
processor to automatically load a software image onto
the detected node to replace the inventory software
image.

27. The computer-readable medium of claim 26, wherein
the inventory software image further comprises an operating
system kernel, a random access memory (RAM) disk, and a
network interface.

28. The computer-readable medium of claim 26, wherein
the software image is a complete set of software loaded on the
node including an operating system and all boot code,
middleware and application files necessary to provide the
computing environment for execution of the user software
applications.
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